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MICRODIS
ELECTRONICS

RELIABLE CRIMPING

with over 30 years of experience
in sales of electromechanical
components, Microdis Electronics
provides customers with deep
knowledge and application
support.

In-house harness production for
small and medium projects allows
us to support our partners with
customised solutions fitted just
to their needs.

We also fulfill the needs of our
customers concerning the
equipment needed for harness
production.
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CABLE BST
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CABLE BST
FEATURES

+ Smart self-adjustment of all cross-sections

+ With additional „POWERPLUS" for special cables

+ Length locator for adjustable stripping length of
3,0 to 21,0 mm

+ With precise cutting function for solid wire 
2 2up to 6,0 mm  and flexible wire up to 16,0 mm

+ Cutting function with integrated hand protection

+ Stripping blades are quickly exchangeable without
the help of tools

+ The „SAFELINE" in the handle ensures a safe storage of
the stripping blades

+ Fatigue-free work will be guaranteed through the
ergonomic design

+ High tool stability thanks to glass fiber polyamid, cutting
and stripping area made of high-strength steel

Exact stripping with the new

CABLE BST
Part No: 0120-60058

The new blade design enables an exact cutting of the 
insulation of each stranded and solid wire with insulation of 

20.03 to 16.0 mm

The ideal tool for every tool case!

CA
BLE BST
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BATTERY HYDRAULIC CRIMPING TOOL EHC 13

With a crimping force of 130 kN, our EHC 13 is one of the 
most compact tools in this performance class. Designed 
as a special solution for repair cases, our crimping tool can 
also be optimally used for random applications in the f ield 
of prototype construction.

The 360° rotatable tool head and extensive processing 
options off er a very wide range of applications. In addition, 
you maintain your future viability and can react quickly 
and f lexibly to new use cases. The EHC 13 can be changed 
over quickly and without the use of additional tools thanks 
to the integrated quick-change head system. The ergo-
nomically designed housing with two component handles 
ensures optimum operating comfort.

As an additional highlight, you can also equip the EHC 13 
with a cutting head to cut cables up to a diameter of 
54 mm / 2.13 inch. Due to the multiple use of the crimping 
dies, our EHC 13 is the ideal complement to our stationary 
WDT machines if you also want to have a mobile backup 
for repairs or prototyping.
Due to the variety of available crimp dies, our EHC 13 is the 
ideal complement to our stationary WDT machines if you 
also want to have a mobile alternative for prototypes or 
repairs up your sleeve. 
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FEATURES

 + Developed for special applications like prototype 
construction

 + Quick exchange system for tool heads

 + Tool heads rotatable through 360°

 + Additional cutting tool head available

 + ergonomically designed housing

 + EU-Guideline 2011/65/EU (ROHS) and CE compliant

TECHNISCHE DATEN
TECHNICAL DATA

Crimpkraft
Crimp force

130 kN
29225 lbf

Crimpbereich
Crimp range

20,5 - 300 mm

Gewicht (mit Akku) 
Weight (incl. battery)

3,6 kg
7.94 lbs

Hub
Stroke

18 mm
0.7”

Akkukapazität 
Battery capacity

1,5 Ah, Li-Ion

Akku-Ladezeit
Battery charging time

15 min

                    

Schneidkopf 
Cutting tool head

U-Die Adapter
U-Die adapter

MASCHINEN-TYP
MACHINE-TYPE

BESTELL-NR.
PART-NO.

Akku-hydraulisches Crimpwerkzeug EHC 13 inklusive Werkzeugkoffer | Akku | Ladegerät
Battery hydraulic crimping tool EHC 13 inclusive toolcase | battery | battery charger 

0880-65005

Adapter EHC 13-DIN zur Aufnahme von WEZAG EHC Gesenken
Adapter EHC 13-DIN for application of WEZAG EHC die sets

1480-65001

Adapter EHC 13-U-Die zur Aufnahme von WEZAG U-Die-Gesenken
Adapter EHC 13-U-Die for application of WEZAG U-die-sets

1480-66000

EHC 13-CCH 460 Schneidkopf
EHC 13-CCH 460 Cutting Head

1480-63015

                    

EHC 13-DIN Adapter 
EHC 13-DIN Adapter
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Due to its exceptional price/performance ratio, the UP 14 
pneumaticcrimp machine series with radial closing mechanism is 
the ideal startermodel for the mechanical processing of loose 
contacts. With a crimpforce of around 1.4 tons, these ergonomic 
machines are able to pro-cess most small electrical contacts without 
any problem:

CRIMP MACHINES UP 14/ UP 14 BA/ UP 14 Z
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UP14
Pneumatic 

UP15
Electric 

Max. Crimp Force

Dimensions 

Approx. Weight

Noise Level

Max. Air Pressure

Air Consumption

Electrical Connection  

Electrical Connection 
(Light source)

Other Features  

15 kN 
(3372 lbf)

440 x 265 x 170  mm
(17.3 x 10.4 x 6.7 inch)

10.5 kg (23.1 lbs)

70 dB(A)

-

-

115 / 230 VAC | 50 - 60 Hz

-

+ Piece & batch counter

+ Use of CSV10 tool heads

14 kN at 6 bar
(3147 lbf at 87 psi)

320 x 135 x 260 mm
(12.6 x 5.3 x 10.2 inch)

14 kg (31 lbs)

73 dB(A)

6 bar / 87 psi

4.8 l per stroke

-

-

+ Economical entry into    
machine processing

+ CS30-dies from hand tool 
can be used without adapter

UP14ZLW
Pneumatic 

14 kN at 6 bar
(3147 lbf at 87 psi)

335 x 135 x 260 mm
(13.2 x 5.3 x 10.2 inch)

14.5 kg (32 lbs)

73 dB(A)

6 bar / 87 psi

4.8 l per stroke

-

-

+ Linear working machine for   
 automotive
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SSC
Pneumatic 

20 kN at 6 bar
(4496 lbf at 87 psi)

385 x 180 x 480 mm
(15.15 x 7.1 x 18.9 inch)

22 kg (48.5 lbs)

62 dB(A)

6 bar / 87 psi

4.2 l per stroke

- 

Plug-in power supply 
12 Volt with change adapter 
EU / US / UK / AU

+ Linear working machine 
for automotive

+ Safe crimping machine

+ No hands in crimping area

UP35
Pneumatic

UP35BA
Pneumatic

20 kN at 6 bar
(4496 lbf at 87 psi)

385 x 180 x 480 mm
(15.15 x 7.1 x 18.9 inch)

20 kg (44.1 lbs)

62 dB(A)

6 bar / 87 psi

4.2 l per stroke

-

Plug-in power supply 
12 Volt with change adapter 
EU / US / UK / AU

+ 8-indent processing possible

20 kN at 6 bar
(4496 lbf at 87 psi)

380 x 225 x 480 mm
(15.15 x 8.9 x 18.9 inch)

20 kg (44.1 lbs)

62 dB(A)

6 bar / 87 psi

4.2 l per stroke

-

Plug-in power supply 
12 Volt with change adapter 
EU / US / UK / AU

+ Contact holding function

UP40
Electro-Pneumatic

40 kN at 6 bar
(8892 lbf at 87 psi)

550 x 310 x 560 mm
(21.65 x 12.2 x 22.05 inch)

45 kg (99.2 lbs)

70 dB(A)

6 bar / 87 psi

21 l per stroke

24 VDC | min. 1.75 A
Plug-in power supply 
100 - 240 VAC with change 
adapter EU / US / UK / AU

-

+ 2 operating modes 

+ Crimp force monitoring 
as an option available

-

(with or without hold function)
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Max. Crimp Force

Dimensions 

Approx. Weight

Noise Level

Max. Air Pressure

Air Consumption

Electrical Connection  

Electrical Connection 
(Light source)

Other Features  

UP60
Pneumatic

UP65
Hydraulic

UP150
Hydraulic

150 kN
(33721 lbf)

595 x 245 x 625 mm
(23.4 x 9.65 x 24.6 inch)

145 kg (320 lbs)

69 dB(A)

max. 200 bar / 2901 psi

-

230 VAC | 50 Hz

-

+ Freely programmable
Crimp Height / Return Height/  
Pre Crimp Position

+ 30 Program Memory 
 Locations

+ Internal Hydraulic Pump

150 kN
(33721 lbf)

695 x 245 x 660 mm
(27.4 x 9.65 x 26 inch)

185 kg (408 lbs)

69 dB(A)

max. 210 bar / 3046 psi

-

110 - 230 VAC | 50 - 60 Hz

-

+ Freely programmable
Crimp Height / Return Height/  
Pre Crimp Position

+ Crimp Force Monitoring 
 (CFM)

+ Internal Hydraulic Pump

60 kN at 6 bar
(13488.5 lbf at 87 psi)

545 x 260 x 555 mm
(21.5 x 10.2 x 21.85 inch)

64.5 kg (142.2 lbs)

69 dB(A)

6 bar / 87 psi

16 l (stroke of 10 mm)
52.5 l (stroke of 32 mm)

-

Plug-in power supply 
12 Volt with change adapter 
EU / US / UK / AU

+ Use of EHC & U-dies possible

+ Crimp force monitoring as an   
option available

+ Reduced return of stroke 
possible at small cross 

 sections
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WDT dies not available
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Bulgaria@microdis.net
Croatia@microdis.net
Czech@microdis.net
Estonia@microdis.net

Hungary@microdis.net
Latvia@microdis.net
Lithuania@microdis.net
Poland@  microdis.net
Romania@microdis.net
Russia@microdis.net
Serbia@microdis.net
Slovakia@microdis.net
Slovenia@microdis.net
Turkey@microdis.net
Ukraine@microdis.net

Europe@microdis.net

Currently the Microdis Group employs over 100 people, with a large number  
of electronic engineers, mostly involved in sales and application support.

As a company with an extensive experience in the distribution of electronic  
components, and a purchasing center in Germany for many years, we are  
able to offer almost any product from a wide variety of electronic  
components. We offer also the production of cable harnesses  
and programming of crystal oscillators for a customised frequency.  
Cooperation with a catalogue distributor provides fast  
deliveries (2 days) of a wide range of catalogue products.
We have certificates of quality management  
DIN EN ISO 9001:2015 for the distribution of  
electronic components.

Germany@microdis.net

AAEON
AEGID

ASROCK INDUSTRIAL
BRIGHTEK

CAMDENBOSS
EPSON

FISCHER CONNECTORS
FISCHER ELEKTRONIK

GERSYS
GLOBAL CONNECTOR TECHNOLOGY

IIYAMA
ISOCOM

JST
LEAR

MAXTENA
MECAL
MEDER

MEDIKABEL
METZ CONNECT

NEXCOM

TAIWAN SEMICONDUCTOR
U-BLOX

WEZAG

NEOUSYS TECHNOLOGY

RAKON
SAVOY TECHNOLOGY

SHARP/NEC

Industrial computers and panels
RFID systems and transponders
3.5” & mini-ITX industrial boards
Power, THT and chip LEDs and LED modules
Interconnect components, electronic housings, 19” cabinets
Crystals, oscillators, filters and sensors
Programmable oscillator web-shop
Military, medical and industrial connectors
Heatsinks, connectors, 19’’ and case technology
Railway computers
SIM-Holders, memory card connectors, USB connectors
Large Format Displays
Optocouplers, optoswitches
Signal connectors
Automotive and white goods connectors
GPS, Galileo, Glonass, Iridium antennas
Machines and systems for wire crimping
Reed switches, sensors and relays
UL/CSA/DIN certified, customized industrial cables
Terminal block connectors - screw, spring and pins
Wide-temperature fanless computers
Industrial computers and panels
Advanced Frequency control and Timing solutions
Automotive and white goods connectors
Displays & projectors
Semiconductor devices
GNSS, GSM, UMTS/HSPA/CDMA/LTE/NBIoT modules, Wi-Fi,
Bluetooth, NFC, V2V/V2X, antennas
Hand tools for crimping, pneumatic presses

www.aaeon.com
www.aegid.de
www.asrock.com
www.brightekeurope.com
www.camdenboss.com
www.epson-electronics.de
epson.microdis.net
www.fischerconnectors.com
www.fischerelektronik.de
www.gersys.de
www.gct.co
www.iiyama.com
www.isocom.com
www.jst.de
www.lear.com
www.maxtena.com
www.mecal.com
www.meder.com
www.medikabel.de
www.metz-connect.com
www.neousys-tech.com
www.nexcom.com
www.rakon.com
www.savoy-technology.com
www.sharpnecdisplays.eu
www.taiwansemi.com
www.u-blox.com

www.wezag.de

TO
O

LS
 F

O
R

 C
R

IM
P

IN
G

EN 1.2

France@microdis.net*

*Electromechanical Competence Center for France

www.microdis.net
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